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2m 3216,4999lx

252.63cm

665.04cm

Height

7m 262.5,408.1lx

532.04cm

360.90cm

4m 355.0,493.0lx

332.52cm

324.81cm

Angle:36.79deg

7m 115.9,161.0lx

8m 88.75,123.2lx

3m 1429.2222lx

133.01cm

66.50cm

Eavg,Emax

6m 157.8,219.1lx

1m 5680,7887lx

72.18cm

Angle:20.46deg

9m 158.8,246.9lx

4m 803.9,1250lx

6m 357.3,555.4lx

5m 227.2,315.5lx

465.53cm

9m 70.13,97.37lx

108.27cm

10m 128.6,200.0lx

Eavg,Emax

199.51cm

216.54cm

36.09cm

598.54cm

10m 56.80,78.87lx

Height Diameter

180.45cm

288.72cm

1m 12862,19995lx

399.03cm

3m 631.1,876.4lx

Fluxout:1527lm

8m 201.0,312.4lx

Diameter

266.02cm

5m 514.5,799.8lx

Fluxout:2116lm

2m 1420,1972lx

144.36cm

UNIT:cd

C90/270,37.2

C0/180,36.8

C60/240,37.0
C30/210,36.8

-/+180

  Fix the tracks to the ceiling.

The external part is made of the best quality aluminum and the lid is made 
of die-cast aluminum with painted material.

The angle of the light can be adjusted, achieving the best result.

Ideal for home, office, shops, bars, restaurants etc.
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Technical Parameters:
Product Image:

DATA SHEET

60

120

-60

-120

150-150

90

0

4800

6400

8000

3200

0

1600

30

-90

AVERAGEBEAMANGLE(50%):37.0DEG

-30

IP20

PF

3000K / 4000K

24° / 36° / 55°

IP protection

0.5 / 0.9

Model

White / blackColor

<19

Lumens

Model: TRL001

UGR

800lm / 1800lm / 3100lm / 4500lm

CE, RoHS

CCT

Certification

Input Voltage

Warranty

CRI

67lm/w 90lm/w 100lm/w 112lm/w

3 years

12W / 20W / 30W / 40W

≥ 80

Power

220V-240V

φ83*L140mm /φ83*L160mm
Dimension

TRL001

φ55*L110mm /φ65*L130mm

Corner

Luminous efficiency

C30/210,21.1
C0/180,20.9

C90/270,21.3
C60/240,21.3

UNIT:cd

Features:



After finishing assembly, rotate to the
desired position and turn on

350°

1 Attach the tracks to the ceiling

3 Adjust the knob to the
corresponding number

4

Technical design :

2 Mount the track light on the track




