
UNIT:cd
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Easy to assemble.
High color rendering and good color reproduction.
Ideal for commercial premises,supermarket,hotels,restaurants etc.

Made of extremely pure aluminum with an elegant and pleasing appearance.
Equipped with constant current and high capacity.

7m 38.32,58.73lx

3m 208.6,319.8lx

46.18cm

5m 75.11,115.1lx

138.55cm

6m 52.16,79.94lx

8m 29.34,44.97lx 369.46cm

415.65cm

Angle:26.01degEavg,Emax

Flux out:366.7m

9m 23.18,35.53lx

461.83cm

2m 469.5,719.5lx

230.91cm

323.28cm

10m 18.78,28.78lx

92.37cm

Height

4m 117.4,179.9lx

277.10cm

Diameter

1m 1878,2878lx

184.73cm

36°

CCT

Warranty

37*37mm/ 45*45*48mm

Input Voltage

PF

90lm /100lm 170lm / 190lm

810lm / 870lm 1340lm / 1480lm 940lm / 980lm

490lm / 520lm

Power

Model:SLL005- A

IP20

(1W/ 2W)0.5/(5W/10W/15W)0.9

UGR

White

SLL005-A

Lumens

Certification

IP protection

CRI

3000K / 4000K

(1W) 
66*37mm/ 73*45*48mm(2W) 

139*37mm/ 146*45*48mm(5W 10W) 
273*37mm/ 280*45*48mm(10W) 
406*37mm/ 413*45*48mm(15W) 

Color

CE,RoHS

≥80

Model

Dimension

3Years

220V-240V

1W / 2W / 5W / 10W / 15W

Corner

SLL005- A (36°)

IP20

Product Image :

Technical Parameters:

DATA SHEET

≤19

Features:

≥



Installation method :Installation method :

Size：


